STATE OF ILLINOIS
DEPARTMENT OF TRANSPORTATION

GENERAL NOTES

I Reinforcement bars shall conform to the requirements of ASTM A
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Gr 60. See Special Provisions.
ITEM UNIT SUPE SuUB TOTAL

2. Reinforcement bars designated (£) shall be epoxy coated. Zn

Porous Granufar Embankment Cu." vd. 38 38
Pria i 1h, ; o / 7 ), } ( mi ~ 7 ]

? Féu’f /Ongmfl:/;n? ’//o/e %0’1 C%?C;;}/‘rjrlydi:ﬁ' ;w‘ nhreg\/fof C //36576‘/’,@7/' /?3_?’6/ i Concrete Removal Cu. Yd. 17.2 7.2
scale, and other loose potentially detrimental foreign material shall be - e
removed from the surfaces in confact with concrete. Tightly adhered paint may INDEX OF SHEETS Stope Wall Removal 5¢. vd. 56 %6
{‘enm/’nynless otherwise noted. Removal 5"7@’/”56 cqcomp/f5h¢d by me?hqd& 1. Ceneral Plon and Elevation Protective Shield Sq. Yd. 689 689
that will not damage the steel and the cost will be included in the pay item o o . . R R S 1o
covering removal of the existing concrete 2. General Notes, Bill of Material and Index of Sheets Concrete Superstructure Cu. Yd. 7.2 1.2
As directed by the Engineer, existing construction accessories welded to the 3. Stage Censtruction Detalls Bridge Deck Grooving Sq. Ya. 14174 1174
too flange of beams and girders shall be removed. The weld are 4. Bridge Deck and Approach Slab Repairs rotective Coat Sq. Yd. 1,229 1229
ground flush and Inspected for cracks using magnetic particle testing 5. Expansion Joint Repairs P, P
dye penstrant festing (PT) by qudlified personnel approved by the En 8. Expansion Joint Details Reinforcement Bars, Epoxy Coated Pound 2,000 2,000
Any cracks that cannot be f’emoveq by grmam:o ’4‘ inch 56304 shail be identif 7. Preformed Joint Strip Sedl Bar Splicers Each 22 22
and reported to the Bureau of Bridges and Structures for further disposition. 8 Pin Repl o Detall y - o va Py .
The cost of removing welded accessories, grinding and inspecting weld areas i replacemen .em/‘s Slope Wall 4 Inch A o i
and grinding cracks will be paid for according to Article 109.04 of ihe 9. Substructure Repairs Preformed Joint Strip Seal Foot 123.0 123.0
Standard Specifications. 10, Bar Splicer Assembly Delails Concrete Sedler Sq. Ft. 3,851 954 4,805
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1. Existing Pian Information | of 2 - - - - — - - § - —

4. Plan dimensions ond details reiative to existing plans are subject o nominal 2. Existing Plan Information £ of 2 Bridge Deck Latex Concrefe Overlay, 24’ S5g. 1d. 54198 1198
consfruction varigtions. The Coniroclor sholl Field verify existing dimensions and Structural Repair of Concrete (Depth Greater than 5 Inches) Sq. Ft. 40 40
details affecting new construction and make necessary approved adjustments prior — - = s
to construction or ordering of materials. Such variations shall not be cause for Structural Repair of Concrefe (Depth Equal fo or Less than 5 Inches) Sq. Fi. 209 209
additional compensation for a change in scope of ihe work, however, the Approach Slab Repair (Partial Depth) Sq. Yd. ir.e 7.2
Contractor will be paid for the quantify actually furnished at the unit price bid e e P T - o
for fgsljr’O/‘ykW’ - - ? 4 e e o Bridge Deck Hydro-Scarification, 2 Sq. vd. 1,198 1,198

Deck Siab Repair (Full Depth, Type I Sq. Yd. 13.3 3.3

5. Concrete Sealer shall be applied to the parapets, approgch slabs, atzwnem‘ Deck Slab Repair (Full Depth, Type II) Sq. Yd. 4.0 4.0
seats and abutiment backwalls. Al surfaces to be sealed shall be cieaned — - — - B
thoroughly prior to sealer application. Cost included with Concrete Sealer. Temporary Shoring & Cribbing £ach J J

Temporary Support System Lach 16 6

6. The existing structurai steel coafing contains lead. The Contractor shall take T - - -

. ! . ) . . Cleanil Painting E 1) Sq. Ft 22 22
appropriate precautions to deal with the presence of lead on this project. Cleaning ’Uﬂd Painting Exposed Rebar (Speciai) 9. 1 ik c
Clean and Reseal Relisef Joint Foor 72.0 2.0

7 o inn chafl b e S . o C : . . . - B e e - :

. Stage construction shall be utiiized to maintain traffic during construction. Reattach Guard Rail to Structure Fach J ;

8. The Contractor shall exercise care during removal of existing joints 1o en Pin Replacement Each 6 6
the siab, beams and diaphragms’ integrity not be defrimentally impacted.

Contractor shall repair any damage(s) to the slab, beams and diaphragms caused by
his operation as directed by the Engineer at no additional cost o the Department.

9. Protective Coat shall be applied to the new Latex Concrete Overlay. N

10, Joint openings shall be adjusted according to Article 520.04 of the Std. Specs. I A,
when the deck is poured al an ambient temperafure oiher than 50°F. ¢ 1-290 LEGEND
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L Remove and Reploce Slopewdall,

ey s o, 2’ Deep Void under Slopewall to

10°-0 107-0 (A be Filled with Porous Granular

Embankment.
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SECTION THRU SLOPEWALL SLOPE WALL REPAIR
Siope wall shall bs reinforced with welded wire fabric,
S in. x 6 in. - W4.0 x W4.0. weighing 58 Ibs. per 100 sq. Ti. GENERAL NOTES, BILL OF MATERIAL
AND INDEX OF SHEETS
- Existing and new welded wire fabrics should overlap at least 6"
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